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3. 


Boleslaw Chrobry Coke and Chemical Plant 25X1 

General Information 


, — The 

plant was directly subordinate to the Central Administration 
of Coke-Chemical Industry (Centralny Zarzod Przemyslu 
KoksoehemlOznego) which In turn was under the Jurisdiction 
of the Ministry of Mining Industry (Mlnlsterstwo Oomlctwg). 
The plant was located on the south side of Walbrzych. Dir- 
ector of the plant was Jozef KRZBPBK, a civilian. The entire 
plant worked on three shifts per day, employing about 1200 
people Including administration personnel. The plant oovered 
an area of about 23,000 square metersA 

Pinpoint location 

Figure 1 on p age 8 rt an overlay] ] ' 


pointed the location of the Coke and Chemical Plant. Mum- 25X1 

bers in parentheses below refer to numbers on the overlay. 

(1) Town of Swiebodzice (Freiburg 1. Schl.) . 

(2) Road - led from Walbrzych, Point (4) to Swiebodzice . 

(3) Railroad - a double-track line leading from Walbrzych to 
Swiebodzice. 

(4) Town of Walbrzych. 

(5) Plant Area. 

Site Layout 

Inclosure 1 is ] sketch of the Coke and Chemical Plant 25X1 

in Walbrzych, Members in parentheses below refer to numbers 
on the sketch. 

(1) Road - gravel packed , six meters wide, leading from the 
plant. All roads within the plant were cobblestone. 

(2) Tar Basins - concrete constructions measuring 40X20 T* 
two meters deep. 

(a) Narrow itauge Railroad Line. 

(3) Building - single-story, under construction. 


C-0-N-F-I-D-E-N-T-I-A-L 


Sanitized Copy Approved for Release 2010/05/05 : CIA-RDP80T00246A033600670001-5 



Sanitized Copy Approved for Release 2010/05/05 : CIA-RDP80T00246A033600670001-5 


C-O-N-F-I-D-E-N-T-I-A-L 
- 3 - 


25X1 


(4) Loading Ramp - a concrete and wooden construction meas- 
uring 00 meters long and 30 meters wide. 

(5) Railroad Car Weighing Station. 

(6) Railroad Car Weighing Station. 

(7) Water Distillery Building - a concrete construction 
measuring 30X20X18 meters. 

(8) Unloading Ramp - a brick and steel construction measur- 
ing 40X5X6 meters. It served for unloading raw materi- 
als. 

(9) Tar Pumping Station - a one-story, brick construction 
measuring 20X6X5 meters, connected with point (8). 

(10) Railroad Car Elevator - a steel structure with storage 
space on the top floor. The elevator delivered rail- 
road cars with raw materials to the street level where 
the material was unloaded manually and distributed to 
various sections of the plant. 

(11) Building - a two-story, brick and re Informed -steel con- 
struction measuring 25X10X10 meters. It was planned to 
convert this building into a tar boiler plant; however, 
the plan was not carried out. 

(12) Storage building - a brick and reinforced -concrete con- 
struction consisting of only four protective walls 
measuring 30X15 meters. It contained four steel stor- 
age tanks for tar with a capacity of 500 tons eaoh. 

(13) Storage Building - same as Point (12) above. It had 
three storage tanks with a capacity of 1000 tons each. 

(14) Compressor and Pumping Section - a single-story, brick 
construction measuring 20X15X6 meters. 

(15) Storage Building - a one-story , brick and relnforced- 
steel construction, measuring 30X15X8 meters. Raw 
materials and some finished products were stored there. 

(16) Electric Shops and Apprentice School - a one-story, 

L- shaped building of brick construction measuring 
30X00X8x8 meters. The northern wing housed a plant 
asbhool for apprentice electricians. 

(17) Water Cooling Tower - a wooden structure 35 meters high. 

(18) Building - a two-story, brick construction measuring 
35X15X12 meters. It housed water pusping equipment 
workshops. 
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(19) Supply Building - a two-story, brick construction 
measuring 15X8X10 meters. It housed some offices, and 
protective clothing was stored there. 

(20) Electric Power Sub-Station - it housed transformers 
which distributed power to the tar production section. 

(21) Tar Distillery Hall - a brick and reinforced steel con- 
struction measuring 50X27X25 meters. 

(22) Tar Storage Area - fenced In by brick walls, measured 
22X14 meters, and housed four containers for the residue^ 
of tar processed at Point (21) above. 

(23) Tar Processing Building - housed one large container 
heated with gas where water was extracted from tar dur- 
ing processing. 

(24) Barracks - a one-story, wooden construction measuring 
6x4x4 meters, where equipment for the fire station. 

Point (45), was stored. 

(25) Oarage - a one-story, brick structure measuring 25X5X5 
meters, where five to six plant vehicles were parked. 

(26) Laboratory - a one-story, brick construction measuring 
25X5X5 meters with a basement. This laboratory was 
utilized by the entire plant. 

(27) Storage Area - fenced in by brick walls. It housed four 
100- ton, two 1000-ton and eight 500-ton containers for 
finished products. 

(28) Administration Building - a three-story, brick construc- 
tion, stucco finished, measuring 18X12X15 meters. It 
housed administration offices of the plant. 

(29) Administration Building - a three-story, stone construc- 
tion with a tile roof, measuring 18X22X16 meters with a 
basement. It housed a canteen for the plant personnel 
and administration offices. 

(30) Administration Building - a two-story, brick construc- 
tion with a tile roof, measuring 15X8X10 meters. It 
housed administration offices of the tar production sec- 
tion. 

(31) Barracks - a one-story, woodeh structure with a tarpaper 
roof, measuring 20X5X5 meters. It housed a shoe shop, 
paint shop, and a small canteen. 

(32) Barracks - a one-story, L-shaped brick construction with 
a tarpaper roof, measuring 12X10X8X5 meters. It housed 
an apprentice shop. 
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(33) 

(34) 

(35) 

(36) 

(37) 

(38) 

(39) 

(40) 

(41) 

(42) 

(43) 

(44) 

(45) 

(46) 

(47) 


Building - a four-story, brick construction measuring 
20X20X18 meters. An anthraeono was stored in one part 
of the bulldingj the rest was not utilized. 

Building - a brick construction with a tarpaper roof. 

It housed various transformers. 

Road - gravel-packed and cobblestone, seven meters wide, 
and named Przemyslewa Street, It led from town to the 
plant. 

Building - under construction. It was designed to house 
plant personnel, shower rooms, and dressing rooms. — 

Barracks - a one-story, wooden structure with a tarpaper 
roof. It measured 12X5X5 meters and housed a carpenter 
shop. 

Brick Oarages. 

Penoed-ln Coal Storage Area. 

Machine Shop - a one-story, brick structure measuring 
35X15X5 meters. 

Quarters - a two-story, brick structure with a tarpaper 
roof measuring 21X10X10 meters. It housed employees of 
the mines adjacent to the pVMbft« 

Administration Building - same as Point (4l) above. It 
housed the director and administration persotmil cxsf tthe 
sulphuric acid plant. Point (70), as indicated with 
broken line. 

Quarters - same as Point (4l) above. It housed employees 
of the sulphuric acid plant. Point (70). 

Building - a one-story, brick structure with a tarpaper 
roof measuring 40X12X5 meters. It housed a library, 
reading rooms, first aid station and a meeting hall. 

Fire Station - a one-story, brlek structure with a tar- 
paper roof, measuring 30X10X5 meters. In addition to 
fire fighting equipment, it also boused some of floes. 

Supply - a one-story, concrete structure' with a tarpaper 
roof, measuring 40XbX5 meters. It housed various tech- 
nical parts and tools for the sulphuric acid plant. 

Gas Tank - a steel construction with a 5000-cubic-meter 
capacity. 
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(48) Building - u four-story, concrete construction measur- 
ing 50X20X25 meters. It was not used. 

(49) Railroad Spur - a single-track European Standard Oarage 
(ESQ) line leading to the coke plant. 

(50) Coke Oven Battery. 

(51) Railroad Spur - a Blngle-track ESQ line leading to the 
plant . 

(52) Coal Processing Building. 

(53) Railroad Line - a single-track ESG line leading to the 
plant. 

(54) Railroad Line - same as Point (53) above. 

(55) Railroad Station -called "Walbrzych Pabryczny". 

(56) Administration Building - a three-story, brick structure 
with a tile roof. It measured 12X12X15 meters and housed 
laboratory and offices of the coke plant. 

(57) Qas Tank - a steel construction with a 20,000 cubic-meter 
capacity. 

(58) Water Cooling Tower - 20 meters high. 

(59) Acid Plant. 

(60) Bensol Production Building. 

(61) Production Hall and Distillery Building. 

(82) Railroad Car Weighing Station. 

(63) Railroad Spur - a single-track HBg line leading to the 
plant. 

(64) Coke Production Hall - not used. 

(65) Railroad Spur- a single track ESQ line leading to the 

plant. ^ . 

(66) Railroad Spur - same as Point (65) above. 

(67) Railroad Spur - same as Point (65) above. 

(68) An area where underground installation was planned. 

( 69 ) Coal Storage Area. 
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(7) Sulphuric Acid Plant Area. 


25X1 

1. COMMENT : All figures and dimensions are approximate 

unless otherwise stated. 


ENCLOSURE: 


Sketch of the Coke and Chemical Plant 

in Walbrzych. 
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